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1. THE LOCATION AND SPACING OF SIGNS SHOWN ON THE TRAFFIC CONTROL PLANS
ARE APPROXIMATE AND MAY BE ADJUSTED AS NECESSARY TO FIT FIELD CONDITIONS.

2. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING
STRUCTURES SUCH AS PIPES, INLETS, APRONS, BRIDGES, ETC. FROM DAMAGE WHICH
MIGHT OCCUR DURING CONSTRUCTION. EXTREME CARE SHOULD BE EXERCISED IN
PAVEMENT AREAS THE CONTRACTOR SHALL REPLACE OR REPAIR, AS DIRECTED BY
THE ENGINEER, ANY STRUCTURES DAMAGED DURING THE LIFE OF THE CONTRACT.
NO PAYMENT WILL BE MADE FOR REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

3. FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC

CONTROL SIGNS EXCEPT FOR THOSE DESIGNATED IN THE PLANS TO BE BLACK LEGEND
AND BORDER ON WHITE BACKGROUND.

4, THE CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFICATION OF EXISTING GRADES AND
MAKING ADJUSTMENTS AS NECESSARY WITH THE APPROVAL OF THE PROJECT ENGINEER.

5, ALL TEMPORARY TRAFFIC CONTROL DEVICES ON THIS PROJECT SHALL COMPLY WITH PART VI OF THE
MUTCD (LATEST EDITION).

6. THE CONTRACTOR IS TO REMOVE AND RESET ANY SIGNS WHICH CONFLICT WITH
CONSTRUCTION (NOT A SEPARATE PAY ITEM), EXCEPT WHERE SHOWN ON THE TRAFFIC CONTROL PLANS.

7. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO INSURE THAT SILT DOES NOT LEAVE THE

RIGHT OF WAY OR CONTAMINATE WATERS OF THE U.S. DURING CONSTRUCTION. THE
CONTRACTOR SHALL SUBMIT AN EROSION CONTROL PLAN PRIOR TO COMMENCEMENT OF
WORK AND MAINTAIN THE PLAN DURING CONSTRUCTION.

PROJECT BY MEANS OF MEDIAN BARRIERS

9. SOME WORK IS REQUIRED OUTSIDE THE PROJECT LIMITS BEYOND THE B.O.P. AND E.O.P. LIMITS.

NO ADDITIONAL COMPENSATION WILL BE MADE FOR SUCH WORK EXCEPT AS PROVIDED BY
SPECIFIC PAY ITEMS SHOWN ON THE PLANS.
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GENERAL NOTES

. POSITIVE BARRIER SEPARATION OF NORTHBOUND AND SOUTHBOUND LANES SHALL BE KEPT IN PLACE THOUGHTOUT THE LIFE OF

19. BLOCKOUT FOR DRAINAGE SHALL BE PLACED AT EVERY INLET LOCATION OR AS DIRECTED BY THE ENGINEER (ESTIMATED 28 LOCATIONS)
11. THE CONTRACTOR SHALL ERECT AND MAINTAIN CONSTRUCTION SIGNING AND PROVIDE ALL SIGNS AND TRAFFIC CONTROL DEVICES
NECESSARY TO SAFELY MAINTAIN TRAFFIC AROUND AND THROUGH THE WORK AREAS IN ACCORDANCES WITH TRAFFIC CONTROL PLAN
AND THE MUTCD. THE COST IS TO BE INCLUDED IN THE PRICE BID FOR PAY ITEM NO. 618-A, MAINTENANCE OF TRAFFIC

12. INCIDENTAL WORK SUCH AS REMOVING VEGETATION SHAPING AND COMPACTING SHOULDERS REMOVING
AND RESETTING SIGNS REMOVING EXCESS ASPHALT MATERIAL PROJECT CLEAN-UP AND OTHER ITEMS OF INCIDENTAL WORK
NECESSARY TO COMPLETE THE PROJECT WILL NOT BE MEASURED FOR SEPARATE PAYMENT AND WILL BE CONSIDERED INCLUDED

IN THE PRICES OF ITEMS BID.

13. LITTER SHALL BE REMOVED FROM THE PROJECT WORK AREAS AND PROPERLY DISPOSED OF BY THE CONTRACTOR

AT LEAST MONTHLY DURING THE LIFE OF THE PROJECT. LITTER SHALL INCLUDE BUT NOT BE LIMITED TO SOLID WASTES
SUCH AS GLASS PAPER PRODUCTS TRIES WOOD PRODUCTS METAL SYNTHETIC MATERIALS AND OTHER MISCELLANEOUS DEBRIS.

IN ADDITIONAL TO THE MONTHLY LITTER REMOVAL THE CONTRACTOR SHALL ON A DAILY BASIS REMOVE ALL DEBRIS FROM

WITHIN THE ROADWAY AND A 3@ FOOT CLEAR ZONE WHICH IN THE OPINION OF THE ENGINEER IS A HAZARD TO THE TRAVELING PUBLIC.
NO DIRECT PAYMENT WILL BE MADE FOR THE LITTER AND / OR DEBRIS REMOVAL THE COST IS TO BE INCLUDED IN THE PRICES
OF ITEM BID. FAILURE OF THE CONTRACTOR TO REMOVE LITTER AND / OR DEBRIS AS PRESCRIBED HEREIN SHALL BE JUST CAUSE

FOR WITHHOLDING THE MONTHLY PROGRESS ESTIMATE PAYMENT UNTIL THE LITTER AND / OR DEBRIS IS SATISFACTORILY
REMOVED BY THE CONTRACTOR.

14, MILLING OPERATIONS SHALL BE IN ACCORDANCE WITH THE CONTRACT DOCUMENTS AND THE MDOT STANDARD SEPECIFICATIONS
FOR ROAD AND BRIDGE CONSTRUCTION.

15. THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS NECESSARY TO NOT DISTURB OR DAMAGE ANY MANHOLE ACCESS POINTS
WATER VALVES DRAINAGE STRUCTURES OR ANY OTHER OBJECT DESIGNATED BY THE ENGINEER THAT EXISTS IN THE ROADWAY.

THE CONTRACTOR IS RESPONSIBLE FOR THE REPAIR AND /OR REPLACEMENT OF ANY OF THE ITEMS LISTED ABOVE.

16. PORTLAND CEMENT FOR STRUCTURAL CONCRETE SHOULD BE TYPE II OR TYPE I WITH A MAXIMUM TRICALCIUM ALUMINATE CONTENT OF B8Z%.

1{7. PORTABLE CONSTRUCTION LIGHTING SHALL BE REQUIRED FOR ANY AND ALL NIGHT OPERATIONS AND SHALL CONFORM TO SECTION NO.
680 OF THE STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION (NOT A SEPARATE PAY ITEMS)

A\ 18. ANY REFERENCE TO PROJECT NUMBER HSIP-@@55-02(2@3) IS TO BE UNDERSTOOD THAT HSIP-0@55-82(203)N IS THE CORRECT PROJECT NUMBER.
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