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GENERAL NOTES

1. ALL PAVEMENT HIGH JOINTS WILL BE CLIPPED AS DIRECTED BY THE ENGINEER (NOT A PAY ITEM).

2. PRIOR TO PLACING ANY BITUMINOUS PAVEMENT, THE EXISTING SHOULDERS ARE TO BE BLADED FOR
A MINIMUM OF 1" BEYOND THE EDGE OF THE EXISTING PAVEMENT TO REMOVE VEGETATION AND EXCESS
SHOULDER MATERIAL (NOT A PAY ITEM).

3. EXISTING RAISED PAVEMENT MARKERS TO BE REMOVED PRIOR TO PLACEMENT OF HOT MIX ASPHALT
AND ON EXISTING BRIDGES BEFORE PLACEMENT OF PERMANENT STRIPE (NOT A PAY ITEM).

4. MAINLINE COLD MILLING OF BITUMINOUS PAVEMENT WILL BE DONE WITHIN A MAXIMUM 3 MILE LANE
CLOSURE OR AS DIRECTED BY THE ENGINEER.

5. CROWN CORRECTION LIFT WILL BE PLACED PRIOR TO OPENING TO TRAFFIC.

6. WHERE MILLING OF THE ROADWAY LANES IS REQUIRED, THE CONTRACTOR SHALL PROVIDE OUTLETS
IN THE EXISTING SHOULDERS AT SUFFICIENT INTERVALS PRIOR TO OPENING TO TRAFFIC TO PREVENT
POOLING OR STANDING WATER ON THE MILLED SURFACE (ABSORBED ITEM).
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7. TEMPORARY TRAFFIC STRIPE IS TO BE THE SAME LAYOUT AS THE FINAL STRIPE.

8. FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC CONTROL SIGNS
EXCEPT THOSE DESIGNATED IN PLANS TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.
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